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1. INDENTIFY YOUR FRAME STYLE, SIZE, AND MATERIAL
FLEXSTORM OPERATION & ST FRAME STHLE AND SIZE Frame PN
a Small Round (up to 20.0" dia grates (A) dim) 62SRD
—<_>_z._|mz>zom v_l>z Z  [MedRound (20.1"- 26.0" dia grates (A) up to 25" dia openings (B)) 62MRD
Q Large Round (26.1" - 32.0" dia grates (A) up to 30" openings (B)) 62LRD
XL Round (32.1" dia - 39" dia grates (A) up to 37" dia openings (B)) 62XLRD
Ingtallation I nstructions: w |Small Rect / Square (up to 16" (B) x 16" (D) openings or 64" perimeter) 6255Q
W M Med Rect / Square (up to 24" (B) x 24" (D) openings or 96" perimeter) 62MSQ
1. Remove the grate from the casting or concrete drainage % & W Large Rect / Square (up to 36" (B) x 24" (D) openings or 120" perimeter) 62L5Q
structure. lﬂ XL Rect / Square (side by side 2 pc set to fit up to 48" (B) x 36" (D) openings) 62XLSQ
2. Clean theledge (lip) of the casting frame or drainage structure N //”V’/ o ., [omall Rect / Square (ref Rect sizing; shipped with Magnetic Curb Flaps) 625CB
to ensureit is free of stone and dirt. X > ] W m Med Rect / Square (ref Rect sizing; shipped with Magnetic Curb Flaps) 62MCB
3. Dropin the FLEXSTORM Inlet Filter through the clear opening G Z |Large Rect/Square (ref Rect sizing; shipped with Magnetic Curb Flaps) 62LCB
and be sure the suspension hangers rest fimnly on the inside XL Rect / Square (ref Rect sizing; shipped with Magnetic Curb Flaps) 62XLCB
ledge (lip) of the casting. ——— P 12' &m:‘_mﬁmq Nyloplast nmmﬁm:mm Amwmm:_mmm Steel ﬂqumzm standard) 6212NY
4. Replace the grate and confim it is elevated no more than 1/8", < 15" diameter Nyloplast castings (Stainless Steel Framing standard) 6215NY
which is the thickness of the steel hangers. J m 18"diameter Nyloplast castings (Stainless Steel Framing standard) 6218NY
M 24" diameter Nyloplast castings (Stainless Steel Framing standard) 6224NY
Frequency of Inspections: 30" diameter Nyloplast castings (Stainless Steel Framing standard) 6230NY
s Open Throat Gutters - Curb Opening Size
1. Construction site inspection should occur following each %” or STRUCTURE ID#/ g  [|Upto4' (1 Filterand Mounting Hardware) 62WL
more rain event. w Between 4'and 8' (2 Filters and Mounting Hardware) 62WM2
2. Post Construction inspections should occur three times per M_ Between 8 and 12' (3 Filters and Mounting Hardware) 62WM3
year (every four months) in areas with mild year round rainfall DATE T Between 12' and 16' (4 Filters and Mounting Hardware) 62WM4
and four times peryear A0<m_.< three months mmc.ZoS in areas UPGRADED FRAMING MATERIAL OPTIONS (STANDARD IS ZINC PLATED) SUFFIX
with summerrains before and afterthe winter snowfal season. CHROME PLATED FRAMING FOR HIGH SALT EXPOSURE - CHR
3. Industrialapplication site inspections (loading ramps, wash STAINLESS STEEL FRAMING FOR HIGH SALT AND/OR CHEMICAL EXPOSURE -Ss
racks, maintenance facilities) should occur on a regularly
scheduled basis noless than three times per year.
Maintenance Guidelines:
1. Empty the sediment bagif more than half filled with sediment
and debris, or as directed by the Engineer.
2.  Remove the grate, engage the lifting bars or handles with the
FLEXSTORM Removal Tool, and lift from the drainage
structure.
3. Dispose of the sediment or debris as directed by the Engineer
or Maintenance Contract in accordance with EPA guidelines.
4.  Asan alternative, an industrial vacuum may be used to collect
the accumulated sediment.
5.  Remove any caked onsit from the sediment bag and reverse
flush the bag with medium spray for optimal filtration.
6. Replacethe bagiftorn or punctured to %" diameter or greater
on the lower half of the bag.
7. Post Construction PC Bags maint: At 50% saturation, the
average 2 x 2’ Adsorb-itlined PC filter wil retain approx 75 oz
(4.2 Ibs) of cil and should be serviced or replaced. It can be
centrifuged or passed through a wringer to recover the oils, and
the fabric reused with 85% to 90% efficacy. It may also be SPECIFICATIONS FOR STANDARD BAGS BY NOMINAL SIZE
recycled for its fuel value through waste to energy incineration. solids | Filtered Flow Rate at 50% Max | , . ooy Lexpep ol
8. MyCelx SkimmerPouches: The skimmers startyellow in color Nominal Storage | FX PC It Retent | Retent
and will gradually turn brown as they become saturated, BagSize | k) |(woven) nmﬂmﬁw smu,M_a (0z) | (02)
indicating time for replacement. Each MyCelx skimmer pouch Small 16 12 08 09 6 155
will absorb approximately 89 oz (5 Ibs) of oil before requiring Medium | 2.1 18 12 13 9% 185
replacement. Large 3.8 2.2 15 16 120 209
9. Dispose of all oi contaminated products in accordance with XL 4.2 3.6 24 26 192 370
EPA Oc_am__:mwA * PCfilter bag at 50% max adsorption capacity
** PC filter bag at 50% capacity and MyCelx skimmer at 100% capacity
Sediment Bag Replacement: ALL PRODUCTS MANUFACTURED
BY INLET & PIPE PROTECTION, INC
1.  Remove the bag by loosening or cutting off the clamping band. DISTRIBUTED BY ADS
2. Take the new sediment bag, which is equipped with a stainless WWW.INLETFILTERS.COM
steel worm drive clamping band, and use a screw driver to (866) P87-8655 PH
tighten the bag around the frame channel. (630) 355-3477 FX
3. Ensurethe bagis secureand that there is no slack around the INFORINLETFILTERS.COM
perimeter of the band. SIZE DWG NO REV
C FLEXSTORM_OPN&MAINT
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